
For the Perfect 
Gelcoat Application 
Gelcoat Systems for Precise, Clean Surfaces.
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With our wide range of durable and efficient BÜFA Tec processing machines, we provide 
proven application technology—developed in-house—to support and enhance your production 
processes. The spectrum ranges from practical Hand Metering Pumps to complex dosing, 
mixing and application systems.

BÜFA Tec is happy to develop customised solutions for your specific applications together  
with you. Our experts work closely with you to ensure that every machine and every system is 
customised precisely to your specific requirements. We leverage cutting-edge technologies 
and innovative ideas to consistently deliver the highest levels of quality and efficiency. 
Whether you are active in the automotive industry, shipbuilding, or any other area of the 
composites industry, BÜFA Tec is at your side as a reliable partner.

BÜFA Tec
Efficient Machine Technology

Gelcoat Spraying Units

Individual components Poly-Jet cup gun

BÜFA®-Tec Poly-Jet Cup Gun

Experience maximum flexibility with the Poly-Jet cup gun. Thanks to its various nozzles, it is ideal for the even application of 
almost all types of gelcoats, regardless of their viscosity. This versatility makes the Poly-Jet cup gun the perfect choice for a 
wide range of applications and requirements.

Details:
n	 Low costs
n	 Simple operation
n	 Uncomplicated cleaning and maintenance
n	 Fast and even coating

Item Numbers:
026-0100	 BÜFA®-Tec Poly-Jet cup gun

Accessories:
026-0308	 O-ring for all nozzle sizes

Maximum air pressure [bar] 3,5 - 7

Maximum flow rate (gelcoat) [l/min] 3,5

Air consumption, approx. [l/min] 400-800

Peroxide system Premixed

Technical Data

Diameter [mm] Article no.

4 026-0104

5 026-0105

6 026-0106

Nozzles (single)

Container size [l] Article no.

1,0 026-0110

Container
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Material Aluminium

Maximum air pressure [bar] 3,5 - 7

Maximum flow rate (gelcoat) [l/min] 3,5

Air consumption, approx. [l/min] 400-800

Peroxide system Internal /external mix

BÜFA®-Tec Century Gun

Our Century gun is a central component of our systems and offers a continuous, low-emission spray jet for excellent gelcoat 
deaeration. It allows for easy cleaning, quick nozzle changes and various extensions without the need for rinsing after applied 
material.

Details:
n	 Continuous, low-emission spray jet for 
	 excellent gelcoat deaeration
n	 Peroxide mixing optionally by 
	 External mixing (EM) or internal mixing (IM)
n	 No rinsing process after applied material 
	 required
n	 Easy cleaning
n	 Quick nozzle change
n	 Low-pressure airless with auxiliary air

Item Numbers:
029-2500	 BÜFA®-Tec Century gun EM
028-1219	 BÜFA®-Tec Century gun IM
028-1209	 BÜFA®-Tec Century gun IM incl. cutter
028-1214	 BÜFA®-Tec Century gun for laminating rolls
029-3977	 BÜFA®-Tec Century gun with EM including cutter
028-1213	 BÜFA®-Tec Century gun for adhesive resin applications

Century gun EM Century gun with cutter

Century gun IMCentury gun for adhesive resin applications

Gelcoat Spraying Units

Spray fans Century gun EM

Technical Data
Pressure ratio resin 32:1

Pressure ratio peroxide 1:1
Pump output max. at 

30 double strokes/min, water [l/min] 1,6

Delivery volume per double stroke [ml] 27

Volume capacity of pressurised peroxide container [l] 10

Air pressure, inlet [bar] 6

Air consumption, approx [l/min] 50-210

Peroxide tank [l] 10

Weight approx. [kg] 30

Dimensions approx. (L/W/H) [mm] 650 x 450 x 800

BÜFA®-Tec GSU ES1 2.0 EM

This gelcoat spraying unit (GSU) is ideal for small to medium-sized components of around 1-3 m², straight from the container. 
This unit enables the spraying of UP gelcoat resins. Resin and curing agent are mixed efficiently by means of external mixing.

Details:
n	 Clearly organised machine with simple operation
n	 Suitable for use in explosion-protected areas
n	 Pneumatic control
n	 Proven Century gun technology
n	 Excellent peroxide mixing due to external 
	 mixing of resin and Peroxide
n	 The pressurised container for peroxide allow 
	 a wide range of dosing settings
n	 Spraying different colours with the multicolour 
	 variant and extension unit

Item Numbers:
028-0282	 BÜFA®-Tec GSU ES1 2.0 EM

Gelcoat Spraying Units

Pressure Control

Technical Data
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Pressure ratio resin 33:1

Pressure ratio peroxide 1:1
Pump output max. at 

30 double strokes/min, water [l/min] 1,6

Delivery volume per double stroke [ml] 27

Volume capacity of pressurised peroxide container [l] 10

Air pressure, inlet [bar] 6

Air consumption, approx [l/min] 130-200

Peroxide tank [l] 10

Weight approx. [kg] 60

Dimensions approx. (L/W/H) [mm] 880 x 740 x 1550

BÜFA®-Tec GSU ES1 EM Easy Lift

This version of the ES1 gelcoat spray unit (GSU) is equipped with a trolley and is therefore extremely mobile.
Thanks to our innovative lifting technology, daily work is made considerably easier.

Details:
n	 Simple operation thanks to innovative lifting  
	 technology
n	 Suitable for use in explosion-protected areas
n	 Pneumatic control
n	 Proven Century gun technology
n	 Excellent peroxide mixing due to 
	 External mixing (EM) of resin and Peroxide

Item Number:
028-0352	 BÜFA®-Tec GSU ES1 EM Easy Lift

Gelcoat Spraying Units

Optionally with Peroxide flow monitoring

Technical Data

GSU 9C GSU 12C

Pressure ratio resin 30:1 15:1

Pressure ratio peroxide 1:1 1:1

Max. resin pressure [bar] 180 90
Pump output max. with 30 double 

strokes/min, water [l/min] 1,8 3,6

Delivery volume per double stroke [ml] 60 120

Air pressure, inlet [bar] 6 6

Air consumption, approx [l/min] 200-300 200-300

Weight approx. [kg] 50 50

Dimensions approx. (L/W/H) [mm] 650 x 500 x 900 650 x 500 x 900

BÜFA®-Tec GSU 9C und 12C

These Gelcoat Spraying Units (GSU) are ideal for mobile use and make it easy to optimise the application of gelcoat. The 
9C variant is well suited for small to medium-sized components and the 12C variant for medium to larger components. 
Both have the same air motor and transport trolley; the only difference is the size of the resin pump. The systems are avai-
lable in both a two-colour and a six-colour version. We are happy to offer you other configurations on request.

Details:
n	 High mobility thanks to transport trolley
n	 Suitable for use in explosion-protected areas
n	 Pneumatic control
n	 Proven Century gun technology
n	 The pressurised container for peroxide 
	 allows a wide range of dosing settings

Item Numbers:
028-2170	 BÜFA®-Tec GSU 9-C (one-colour)
028-2172	 BÜFA®-Tec GSU 9-C (two-coloured)
028-2176	 BÜFA®-Tec GSU 9-C (six-coloured)
028-2180	 BÜFA®-Tec GSU 12-C (one-colour)
028-2182	 BÜFA®-Tec GSU 12-C (two-coloured)
028-2186	 BÜFA®-Tec GSU 12-C (six-coloured)

Gelcoat Spraying Units

Control panel

Technical Data
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GSU 9C GSU 12C

Pressure ratio resin 30:1 15:1

Pressure ratio peroxide 1:1 1:1

Max. resin pressure [bar] 180 90
Pump output max. with 30 double 

strokes/min, water [l/min] 1,8 3,6

Delivery volume per double stroke [ml] 60 120

Air pressure, inlet [bar] 6 6

Air consumption, approx [l/min] 200-300 200-300

Weight approx. [kg] 50 50

Dimensions approx. (L/W/H) [mm] 1200 x 700 x 
1500

1200 x 700 x 
1500

BÜFA®-Tec 9C Omega and 12C Omega

These Gelcoat Spraying Units (GSU) are ideal for mobile use and make it easy to optimise gelcoat application. The 9C variant 
is well suited for small to medium-sized components and the 12C variant for medium to larger components. Internal mixing 
variants (IM) of these Gelcoat Spraying Units are also available.

Details:
n	 Mobile Omega chassis
n	 Suitable for use in explosion-protected areas
n	 Pneumatic control
n	 Proven Century gun technology

Item Numbers:
028-2260 	 BÜFA®-Tec GSU 12-C Omega EM
028-2275 	 BÜFA®-Tec GSU 9-C Omega EM
028-2256 	 BÜFA®-Tec GSU 12-C Omega IM
028-2271 	 BÜFA®-Tec GSU 9-C Omega IM

Gelcoat Spraying Units Gelcoat Spraying Units

Control panel

Technical Data

BÜFA®-Tec GSU Delta

This Gelcoat Spraying Unit (GSU) offers proven application technology for your production processes: Gelcoat application 
directly from the container, suitable for medium to large components. Our innovative delta pump technology for resin and Per-
oxide ensures excellent Peroxide mixing.

Details:
n	 System optionally available with standard 
	 chassis, EVO-Line chassis or for wall mounting
n	 Clearly organised machine with simple operation
n	 Low pulsation thanks to the quick-changeover 
	 valve technology in the air motor in combination 
	 with the proven filter and pulsation damper unit
n	 Pump seals available for abrasive materials
n	 Suitable for use in explosion-protected areas
n	 Pneumatic control
n	 Proven Century gun technology

Item Numbers:
028-1701 	 BÜFA®-Tec GSU Delta 5.5 EM-C
028-1720 	 BÜFA®-Tec GSU Delta 5.5 IM-C
028-1980 	 BÜFA®-Tec GSU Delta EVO-LINE EM
028-1981 	 BÜFA®-Tec GSU Delta EVO-LINE IM
028-1702 	 BÜFA®-Tec GSU Delta 5.5 EM-W (wall-mounted)
028-1722 	 BÜFA®-Tec GSU Delta 5.5 IM-W (wall-mounted)

Accessories:
028-2600 	 Flow heater set 3.2 kW, ATEX 
029-9776 	 Drum trolley and holder 
029-9571 	 Hose holder
027-2034 	 V-seal
029-0840 	 Counter

Innovative Delta Pump Technology
The systems are designed for a long, reliable service life and 
consist of sub-modules, so that quick overhauls and simple main-
tenance are possible.
The machine can be customised through the use of accessories, 
e.g. flow heaters or flow sensors.

Air motor

Quick drain valve

Patented solenoid changeover 
for fast pulsation-free  
stroke changes

Patented solenoid 
changeover for fast 
pulsation-free stroke changes

Quick drain valve

Material pump

Durable design for long 
service life under 
high stress

 
 
Optimised ball check valves 
for substances with medium 
to high viscosity

 

Pressure ratio resin 17:1

Pressure ratio peroxide 1:1

Max. resin pressure [bar] 102
Pump output max. at 

30 double strokes/min, water [l/min] 3,8

Delivery volume per double stroke [ml] 126

Air pressure, inlet [bar] 6

Air consumption, approx [l/min] 200-500

Peroxide content [%] 1-3

Weight approx. [kg] 60

Dimensions approx. (L/W/H) [mm] 1100 x 550 x 1500

Suitable for External mixing / 
Internal mix

Technical Data

Gelcoat Spraying UnitsGelcoat Spraying Units
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BÜFA®-Tec GSU Sigma 6

This Gelcoat Spraying Unit enables gelcoat to be sprayed directly from the container and is suitable for medium to 
very large components. Thanks to our innovative Sigma pump technology for resin and peroxide, excellent peroxide 
mixing is guaranteed.

Details:
n	 Clearly organised machine with simple operation
n	 Low pulsation thanks to the quick-changeover 
	 valve technology in the air motor in combination 
	 with the proven filter and damping unit
n	 Optional pump seals available for 
	 abrasive materials
n	 Suitable for use in explosion-protected areas
n	 Pneumatic control
n	 Proven Century gun technology

Item Numbers:
028-1985 	 BÜFA®-Tec GSU Sigma 6 EVO-LINE EM
028-1986 	 BÜFA®-Tec GSU Sigma 6 EVO-LINE IM

Accessories:
029-9776 	 Drum trolley and holder 
029-9571 	 Hose holder
028-2600 	 Flow heater set 3.2 KW ATEX

Innovative Sigma Pump Technology
The Sigma pump is characterised by its 
particularly high performance. The pump 
system is designed for a long, reliable service 
life and consists of sub-modules that enable 
quick overhaul and easy maintenance.
Thanks to the modular design, the machine 
can be customised. Accessories such as 
flow heaters or peroxide flow sensors extend 
the machine's possible applications and 
customise the pump optimally to your specific 
requirements.

Pressure ratio resin 23:1

Pressure ratio peroxide 1:1

Max. resin pressure [bar] 120
Pump output max. at 

30 double strokes/min, water [l/min] 6,6

Delivery volume per double stroke [ml] 220

Air pressure, inlet [bar] 6

Air consumption, approx [l/min] 500-900

Peroxide content [%] 1-3

Weight approx. [kg] 60

Dimensions approx. (L/W/H) [mm] 1100 x 550 x 1600

Suitable for External mixing / 
Internal mix

Gelcoat Spraying Units

Innovative Sigma Pump Technology

Technical Data

One-stop shopping 
with strong partners!

	
BÜFA Distribution

	 BÜFA Partner

BÜFA Specialities Export

BÜFA Composite Systems
GmbH & Co. KG
Hohe Looge 2-8
26180 Rastede| GERMANY
 
Sylvia Jacob (Export)
Phone +49 (0) 4402 975-334
sylvia.jacob@buefa.de
www.buefa-composites.com

BÜFA Distributions

Baltic States

BÜFA Composites Baltic OÜ
Kõrtsi tee 9
75306 Lehmja | ESTONIA

Kait Vahter
Phone +372 53 413545
office@buefa.ee
www.buefa-composites.ee

Benelux | France

BÜFA Composites Benelux B.V.
Dragonder 1b
5554 GM Valkenswaard
NETHERLANDS

Benelux
Martijn Moonen
Phone +31 68 2847069
customerservice@buefa.nl
www.buefa-composites.nl

France
Céderic Flusu
Phone +31 85 0642142
c.flusu@buefa.nl
www.buefa-composites.nl

Germany | Switzerland

BÜFA Composite Systems 
GmbH & Co. KG
Hohe Looge 2-8
26180 Rastede| GERMANY

Uwe Eden
Phone +49 (0) 4402 975-306
uwe.eden@buefa.de
www.buefa-composites.de

Finland | Sweden | Norway

BÜFA Composites Nordics
c/o Satakerta Rödl & Partner Oy,
Kalevankatu 6, 3. krs,
00100 Helsinki| FINLAND

Finland
Sami Partio
Phone +358 (0) 50 5367733
sami.partio@buefa.de
www.buefa-composites.fi

Sweden| Norway
Olle Johnsson
Phone +46 70 3074432
olle.johnsson@buefa.de
www.buefa-composites.se

Austria | Slovakia | Hungary
Slovenia | Croatia |
Bosnia and Herzegovina | Serbia
Kosovo | Montenegro

BÜFA Composites Austria GmbH
Wallgasse 21
1060 Vienna| AUSTRIA

Austria
Christian Kubalek
Phone +43 (0) 597 4712219
customerservice@buefa.at
www.buefa-composites.at

Slovakia | Slovenia
Eike Siegert
Phone +43 (0) 664 2849471
customerservice@buefa.at
www.buefa-composites.at

Croatia | Bosnia and Herzegovina
Serbia | Kosovo | Montenegro
Damir Vinković
Phone +385 91 6181147
customerservice@buefa.at
www.buefa-composites.at

Hungary
Daniel Bihacker
Phone +36 707856333
daniel.bihacker@buefa.at
www.buefa-composites.at

 
Poland

BÜFA Composites Poland Sp. z o.o.
ul. Starogardzka 42-44 83-010
Straszyn | POLAND

Tomasz Zakrzewski
Phone +48 691 997 999
tomasz.zakrzewski@buefa.pl
www.buefa-composites.pl

 
Spain

BÜFA Composites Spain S. L.
Carrer de Can Manent 35
Poligono Industrial Can Roqueta
08202 Sabadell (Barcelona) | SPAIN

Jordi Geli
Phone +34 607 768971
jordi.geli@buefa.es
www.buefa-composites.es

 
United Kingdom | Ireland

BUFA Composites UK Ltd.
BUFA House
Factory Lane, Brantham
Manningtree, Esse 
 CO11 1NT
UNITED KINGDOM

Edmund Putwain
Phone +44 (0) 7775 901775
edmund.putwain@buefa.co.uk
www.buefa-composites.co.uk
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BÜFA in Europe



BÜFA Composite Systems GmbH & Co. KG
Hohe Looge 2-8
26180 Rastede I Germany

Phone +49 4402 975-0
compositesystems@buefa.de
buefa-composites.com

The Complete Range
for the User of Composite Materials

UP- & VE-Resins,
Epoxy Resin Systems

Bonding Pastes Pigment PastesGelcoats & Topcoats 

BÜFA Tec
Machine Technology

Initiators Sustainable Products Release Agents,
Additives

& Ancillaries

Conductive Products

Reinforcements,
Core & Non-woven

Materials

Fire Retardant
Systems

Foaming Resin
Systems

Tooling Systems
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information is based on our current 
knowledge and experience. However, 
due to the wide range of possible 
influences during processing and ap-
plication of our products, it does not 
exempt the user from carrying out his 
own tests and trials. A legally binding 
guarantee of certain characteristics or 
suitability for a specific application is 
not given. The purpose of use cannot 
be derived from this information. 
Any industrial property rights and 
existing laws and regulations must be 
observed by the recipient or processor 
of our products on their own responsi-
bility. The latest version of the relevant 
EU safety data sheet must also be 
observed. Technical data sheets and 
information can be found at: www.
buefa-composites.com


